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Manufactured at Weir Concepts Inc. 

WEIR CONCEPTS INC. 
PRODUCT GUIDE 

- WCM AB1 ANGLE BODY CHOKE - 
 

EXPECT QUALITY AND RELIABILITY  

using our brand name WCM AB1 ANGLE BODY CHOKE 

Version 1.0 

Head Office:                                                                    

DETAILS ARE THE DIFFERENCE BETWEEN ORDINARY AND EXCELLENCE 

MADE IN ALBERTA, CANADA PRODUCTS                                                                           
Manufactured and assembled at our Edmonton based facility                                                                                                             

Toll Free 1.866.462.1910                                                   
780.462.1910 ph | 780.462.1959 fax     
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MAJOR BENEFITS  USING THE  

WCM AB1 ANGLE BODY CHOKE 
 

¾ MULTIPLE ORIFICE TRIM DESIGN                

FOR PRECISE CONTROL AND MINIMUM 

PRESSURE DROP AT FULL OPEN POSITION 

 

 

 

 

 

 

 

¾ COMPLETE RANGE OF MATERIALS/TRIMS 

TO FIT MILD TO HOSTILE FIELD                         

ENVIRONMENTS 

 

¾ FLANGED OR THREADED CONNECTION 

 

¾ EASILY ADAPTED TO AUTOMATION 

 

¾ LONG LASTING SERVICE LIFE 

WCM  AB1 ANGLE BODY CHOKE FEATURES 

▪ The WCM AB1 Angle Body Choke is engineered for harsh field environment 
 and manufactured in accordance with ABSA, API, ASME, and NACE                 
 standards. 

▪ Using premium quality materials and the highest quality control standards, 
 Weir Concepts’ manufactures reliable long lasƟng chokes. 

▪ Quarter turn (1/4) operaƟon with reduced torque stem seal design lowers 
 the cost of actuaƟon. 

▪ Use our line of Weir Concepts pneumaƟc and electric actuator(s) to                   
 easily convert from manual to automated for a dependable Choke                
 Assembly. 

▪ Our bolted bonnet design makes for quick and easy maintenance. The 
 choke can remain installed in the pipeline for trim and wear sleeve                    
 changes requiring no special tools.  

 ► Our extended length wear sleeve design uses three (3) pieces. 
  Each piece can be moved within the configuraƟon for opƟmal use 

▪ With no loose or unsupported parts to cause vibraƟon, noise, or faƟgue 
 failures. 

▪ Our modified parabolic flow trim characterisƟcs provide accurate throƩling 
 and control at low flow rates then transiƟons to a predictable high capacity 
 response for larger flow rates (referenced: page 3 Cv chart). 

▪ In severe service / high pressure drop applicaƟons our design will control 
 the effects of erosion, cavitaƟon, and freezing. 

▪ WE HAVE STOCK  Weir Concepts knows the importance of  availability and 
 limiƟng down Ɵme. Our capability includes customizing your order to                 
 specificaƟons necessary for opƟmal use. 

▪ Tungsten carbide trim and wear sleeve is standard.  OPTION  Extended 
 length wear sleeves are available for enhanced durability and wear              

 resistance.  OPTION back pressure bean can be added to the outlet                 
 and or inlet providing mulƟple pressure drops reducing choked flow                  
 condiƟons. 

▪ Angle Body Chokes are available in: 

 ► Threaded or flanged connecƟons from 1” to 4” rated and can              
  handle pressure to 5000psi or 1500 ANSI 

 ► Temperatures from –50 to 250°F 

 ► API, ANS I, NACE standards met 

 ► End connecƟons to fit a wide variety of requirements and can be 
  fiƩed with a wide range of actuators; electric, hydraulic or  
  pneumaƟc 

CALL TODAY WITH ANY QUESTIONS OR 

PLACE OR ORDER - WE HAVE STOCK 

780.462.1910 

WCM AB1 ANGLE BODY CHOKE 

Solutions for your         
company needs 

PROUDLY MANUFACTURED 
AT OUR EDMONTON                  

BASED FACILITY 
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Model WCM AB1 ANGLE BODY CHOKE 

1” through 4” (Rated) 

Maximum RaƟng: ANSI 1500, API 5000 

Valve pressure raƟng for specific            
configuraƟons could be less depending 
on end connecƟons and valve material. 

Cv values given in table shown are          
subject to variaƟon depending on valve 
end connecƟons and opƟons such as 
wear sleeves and back pressure beans. 

Weir Concepts at work for you 

WCM AB1 ANGLE BODY CHOKE 

WCM AB1 ANGLE BODY CHOKE 
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Weir Concepts offers technical consulƟng 
and provides a total end to end soluƟon. 

PRODUCT GUIDE 
WEIR WCM AB1 ANGLE BODY CHOKE 
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PRODUCT GUIDE 
WEIR WCM AB1 ANGLE BODY CHOKE 
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PRODUCT 
GUIDE  

HELP DESK EXPERTISE                                             
FOR YOUR SUPPORT AND SERVICE                                    
24 hours a day, 7 days a week                                           
NO CHARGE ON CALLS SERVICE                                        
We offer technical assistance, product knowledge, and 
reliable trouble shooting                                                                            
Brochures/Maintenance info available online VIA our Technical Library 

HEAD OFFICE: 

7596 Wagner RD NW                                                        
Edmonton, Alberta CANADA T6E 5B2                                 

info@weirconcepts.com                                       
1.866.462.1910 Toll Free                                      

780.462.1910 ph  | 780.462.1959 fax     

WC - TRIM (TUNGSTEN CARBIDE) 

 

Shown on the right 

WC - WEAR SLEEVE 

 

our TRIM and STEM design 

includes custom port geometry to 

minimize the effects of flow                   

turbulence and will ensure quality 

and product performance 

 

Model WCM AB1 ANGLE BODY CHOKE                               
1”through 4” Maximum RaƟng:  ANSI 1500 API 5000 


